


StormTech MC-3500  Specifications

Storage Volume Per Chamber

Note: Assumes 6” (150 mm) of separation between chamber rows and 24” (600 mm) of cover. The volume of 
excavation will vary as depth of cover increases.

Note: Assumes 6” (150 mm) row spacing, 40% stone porosity, 12” (300 mm) stone above and includes the 
bare chamber/end cap volume.

English  
Tons (yds3)

Stone Foundation Depth

9 in 12 in 15 in 18 in 

Chamber 8.5 (6.0) 9.1 (6.5) 9.7 (6.9) 10.4 (7.4)
End Cap 3.9 (2.8) 4.1 (2.9) 4.3 (3.1) 4.5 (3.2)

Metric Kilograms (m3) 230 mm 300 mm 375 mm 450 mm
Chamber 7711 (4.6) 8255 (5.0) 8800 (5.3) 9435 (5.7)
End Cap 3538 (2.1) 3719 (2.2) 3901 (2.4) 4082 (2.5)

Note: Assumes 12” (300 mm) of stone above and 6” (150 mm) row spacing and 6” (150 mm) of perimeter 
stone in front of end caps.

Amount of Stone Per Chamber

Stone Foundation Depth
9 in (230 mm) 12 in (300 mm) 15 in (375mm) 18 in (450 mm)

Chamber 11.9 (9.1) 12.4 (9.5) 12.8 (9.8) 13.3 (10.2)
End Cap 4.0 (3.1) 4.1 (3.3) 4.3 (3.3) 4.4 (3.4)

Volume Excavation Per Chamber yd3 (m3)

Bare Chamber 
Storage  
ft3 (m3)

Chamber and Stone Foundation Depth in. (mm)

9 in (230 mm) 12 in (300 mm) 15 in (375 mm) 18 in (450 mm)

Chamber 109.9 (3.11) 175.0 (4.96) 179.9 (5.09) 184.9 (5.24) 189.9 (5.38)
End Cap 14.9 (0.42) 45.1 (1.28) 46.6 (1.32) 48.3 (1.37) 49.9 (1.41)

Working on a project? 
Visit us at adspipe.com/stormtech and utilize the Design Tool

ADS StormTech products, manufactured in accordance with ASTM F2418 or 
ASTMF2922, comply with all requirements in the Build America, Buy America 
(BABA) Act.

adspipe.com
800-821-6710

ADS “Terms and Conditions of Sale” are available on the ADS website, www.ads-pipe.com
The ADS logo and the Green Stripe are registered trademarks of Advanced Drainage Systems, Inc.  
StormTech® is a registered trademark of StormTech, Inc. 
© 2022 Advanced Drainage Systems, Inc. #S150909 12/22 CS
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INSPECTION & MAINTENANCE
STEP 1) INSPECT ISOLATOR ROW PLUS FOR SEDIMENT

A. INSPECTION PORTS (IF PRESENT)
A.1. REMOVE/OPEN LID ON NYLOPLAST INLINE DRAIN
A.2. REMOVE AND CLEAN FLEXSTORM FILTER IF INSTALLED
A.3. USING A FLASHLIGHT AND STADIA ROD, MEASURE DEPTH OF SEDIMENT AND RECORD ON MAINTENANCE LOG
A.4. LOWER A CAMERA INTO ISOLATOR ROW PLUS FOR VISUAL INSPECTION OF SEDIMENT LEVELS (OPTIONAL)
A.5. IF SEDIMENT IS AT, OR ABOVE, 3" (80 mm) PROCEED TO STEP 2. IF NOT, PROCEED TO STEP 3.

B. ALL ISOLATOR PLUS ROWS
B.1. REMOVE COVER FROM STRUCTURE AT UPSTREAM END OF ISOLATOR ROW PLUS
B.2. USING A FLASHLIGHT, INSPECT DOWN THE ISOLATOR ROW PLUS THROUGH OUTLET PIPE

i) MIRRORS ON POLES OR CAMERAS MAY BE USED TO AVOID A CONFINED SPACE ENTRY
ii) FOLLOW OSHA REGULATIONS FOR CONFINED SPACE ENTRY IF ENTERING MANHOLE

B.3. IF SEDIMENT IS AT, OR ABOVE, 3" (80 mm) PROCEED TO STEP 2. IF NOT, PROCEED TO STEP 3.

STEP 2) CLEAN OUT ISOLATOR ROW PLUS USING THE JETVAC PROCESS
A. A FIXED CULVERT CLEANING NOZZLE WITH REAR FACING SPREAD OF 45" (1.1 m) OR MORE IS PREFERRED
B. APPLY MULTIPLE PASSES OF JETVAC UNTIL BACKFLUSH WATER IS CLEAN
C. VACUUM STRUCTURE SUMP AS REQUIRED

STEP 3) REPLACE ALL COVERS, GRATES, FILTERS, AND LIDS; RECORD OBSERVATIONS AND ACTIONS.

STEP 4) INSPECT AND CLEAN BASINS AND MANHOLES UPSTREAM OF THE STORMTECH SYSTEM.

NOTES
1. INSPECT EVERY 6 MONTHS DURING THE FIRST YEAR OF OPERATION. ADJUST THE INSPECTION INTERVAL BASED ON PREVIOUS

OBSERVATIONS OF SEDIMENT ACCUMULATION AND HIGH WATER ELEVATIONS.

2. CONDUCT JETTING AND VACTORING ANNUALLY OR WHEN INSPECTION SHOWS THAT MAINTENANCE IS NECESSARY.

SUMP DEPTH TBD BY
SITE DESIGN ENGINEER

(24" [600 mm] MIN RECOMMENDED)
24" (600 mm) HDPE ACCESS PIPE REQUIRED
USE FACTORY PARTIAL CUT END CAP PART #:
MC3500IEPP24BC OR MC3500IEPP24BW

ONE LAYER OF ADSPLUS175 WOVEN GEOTEXTILE BETWEEN
FOUNDATION STONE AND CHAMBERS
8.25' (2.51 m) MIN WIDE CONTINUOUS FABRIC WITHOUT SEAMS

CATCH BASIN
OR MANHOLE

COVER PIPE CONNECTION TO END
CAP WITH ADS GEOSYNTHETICS 601T

NON-WOVEN GEOTEXTILE
MC-3500 CHAMBER

MC-3500 END CAP

MC-3500 ISOLATOR ROW PLUS DETAIL
NTS

OPTIONAL INSPECTION PORT

STORMTECH HIGHLY RECOMMENDS
FLEXSTORM INSERTS IN ANY UPSTREAM

STRUCTURES WITH OPEN GRATES

ELEVATED BYPASS MANIFOLD

INSTALL FLAMP ON 24" (600 mm) ACCESS PIPE
PART #: MC350024RAMP

NOTE:
INSPECTION PORTS MAY BE CONNECTED THROUGH ANY CHAMBER CORRUGATION VALLEY.

STORMTECH CHAMBER

CONCRETE COLLAR

PAVEMENT

12" (300 mm) MIN WIDTH

CONCRETE SLAB
6" (150 mm) MIN THICKNESS

4" PVC INSPECTION PORT DETAIL
(MC SERIES CHAMBER)

NTS

8" NYLOPLAST INSPECTION PORT
BODY (PART# 2708AG4IPKIT) OR
TRAFFIC RATED BOX W/SOLID
LOCKING COVER

CONCRETE COLLAR NOT REQUIRED
FOR UNPAVED APPLICATIONS

4" (100 mm)
SDR 35 PIPE

4" (100 mm) INSERTA TEE
TO BE CENTERED ON
CORRUGATION VALLEY























STANDARD LIMITED WARRANTY OF STORMTECH LLC (“STORMTECH”): PRODUCTS

StormTech® Standard Limited Warranty

(A)	 This Limited Warranty applies solely to the StormTech 
chambers and end plates manufactured by StormTech and 
sold to the original purchaser (the “Purchaser”). The chambers 
and end plates are collectively referred to as the “Products.”

(B)	 The structural integrity of the Products, when installed 
strictly in accordance with StormTech’s written installation 
instructions at the time of installation, are warranted to the 
Purchaser against defective materials and workmanship 
for one (1) year from the date of purchase. Should a defect 
appear in the Limited Warranty period, the Purchaser shall 
provide StormTech with written notice of the alleged defect 
at StormTech’s corporate headquarters within ten (10) days 
of the discovery of the defect. The notice shall describe 
the alleged defect in reasonable detail. StormTech agrees 
to supply replacements for those Products determined 
by StormTech to be defective and covered by this Limited 
Warranty. The supply of replacement products is the sole 
remedy of the Purchaser for breaches of this Limited 
Warranty. StormTech’s liability specifically excludes the cost of 
removal and/or installation of the Products.

(C)	 THIS LIMITED WARRANTY IS EXCLUSIVE. THERE ARE NO 
OTHER WARRANTIES WITH RESPECT TO THE PRODUCTS, 
INCLUDING NO IMPLIED WARRANTIES OF MERCHANTABILITY 
OR OF FITNESS FOR A PARTICULAR PURPOSE.

(D)	 This Limited Warranty only applies to the Products when 
the Products are installed in a single layer. UNDER NO 
CIRCUMSTANCES, SHALL THE PRODUCTS BE INSTALLED IN A 
MULTI-LAYER CONFIGURATION.

(E)	 No representative of StormTech has the authority to change 
this Limited Warranty in any manner or to extend this Limited 
Warranty. This Limited Warranty does not apply to any person 
other than to the Purchaser.

(F)	 Under no circumstances shall StormTech be liable to the 
Purchaser or to any third party for product liability claims; 
claims arising from the design, shipment, or installation of 
the Products, or the cost of other goods or services related 
to the purchase and installation of the Products. For this 
Limited Warranty to apply, the Products must be installed 
in accordance with all site conditions required by state and 
local codes; all other applicable laws; and StormTech’s written 
installation instructions.

(G)	 THE LIMITED WARRANTY DOES NOT EXTEND TO INCIDENTAL, 
CONSEQUENTIAL, SPECIAL OR INDIRECT DAMAGES. 
STORMTECH SHALL NOT BE LIABLE FOR PENALTIES OR 
LIQUIDATED DAMAGES, INCLUDING LOSS OF PRODUCTION 
AND PROFITS; LABOR AND MATERIALS; OVERHEAD COSTS; 
OR OTHER LOSS OR EXPENSE INCURRED BY THE PURCHASER 
OR ANY THIRD PARTY. SPECIFICALLY EXCLUDED FROM 
LIMITED WARRANTY COVERAGE ARE DAMAGE TO THE 
PRODUCTS ARISING FROM ORDINARY WEAR AND TEAR; 
ALTERATION, ACCIDENT, MISUSE, ABUSE OR NEGLECT; 
THE PRODUCTS BEING SUBJECTED TO VEHICLE TRAFFIC 
OR OTHER CONDITIONS WHICH ARE NOT PERMITTED BY 
STORMTECH’S WRITTEN SPECIFICATIONS OR INSTALLATION 
INSTRUCTIONS; FAILURE TO MAINTAIN THE MINIMUM 
GROUND COVERS SET FORTH IN THE INSTALLATION 
INSTRUCTIONS; THE PLACEMENT OF IMPROPER MATERIALS 
INTO THE PRODUCTS; FAILURE OF THE PRODUCTS DUE TO 
IMPROPER SITING OR IMPROPER SIZING; OR ANY OTHER 
EVENT NOT CAUSED BY STORMTECH. A PRODUCT ALSO 
IS EXCLUDED FROM LIMITED WARRANTY COVERAGE IF 
SUCH PRODUCT IS USED IN A PROJECT OR SYSTEM IN 
WHICH ANY GEOTEXTILE PRODUCTS OTHER THAN 
THOSE PROVIDED BY ADVANCED DRAINAGE SYSTEMS 
ARE USED.  THIS LIMITED WARRANTY REPRESENTS 
STORMTECH’S SOLE LIABILITY TO THE PURCHASER 
FOR CLAIMS RELATED TO THE PRODUCTS, 
WHETHER THE CLAIM IS BASED UPON CONTRACT, 
TORT, OR OTHER LEGAL THEORY.

adspipe.com
800-821-6710

ADS “Terms and Conditions of Sale” are available on the ADS website, www.ads-pipe.com
The ADS logo and the Green Stripe are registered trademarks of Advanced Drainage Systems, Inc.  
StormTech® is a registered trademark of StormTech, Inc. 
© 2023 Advanced Drainage Systems, Inc.  3/23 CS
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