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NOTES:
1. FOR DESIGNS WITH TREATMENT CAPACITIES GREATER

THAN 1,500 GPD, CONTACT INFILTRATOR FOR REVIEW. INSTALL EZsnap RISERS
2. INSTALL TANKS PER INSTALLATION INSTRUCTIONS TO GRADE, TYP.
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SECTION A-A

ECOPOD SPECIFICATIONS [fﬁnfiltratorM ECO PO D - N EON

TREATMENT PLANT E6GON
AERATOR IWT MODEL 06
MOTOR FULL LOADS AMP 4.7
MEASURED OPERATING WATTS 280
PART NO.

. DATE
Water Technologies

TREATMENT PLANT E60N Partof //ADS 10/07/2025

TREATMENT CAPACITY (GPD) 600 SCALE
MIN. PRIMARY TANK VOLUME (GAL) 600
INFILTRATOR WATER TECHNOLOGIES, LLC 1:40
REACTOR;EE;\VS?ZL:ME (GAL) = Xg;ex = 4 BUSINESS PARK RD, OLD SAYBROOK, CT 06475 CM-1060 PRIMARY TANK TO STEETNG.
WWW.INFILTRATORWATER.COM _
AIR REQUIREMENTS 14.4 CFM PHONE: (800) 221-4436 / EMAIL: INFO@INFILTRATORWATER.COM E6ON IN CM-1060 REACTOR TANK 01 of 01




	Sheets and Views
	8.5x11H ECOPOD-N PRODUCT SPEC


