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NOTE: COOPER E-80 LOADING HAS A MINIMUM COVER REQUIREMENT OF 24" FROM CROWN OF PIPE TO BOTTOM OF RAILROAD
TIE. SEE ADS STANDARDS FOR MINIMUM COVER REQUIREMENTS IN NON-COOPER E-80 LOADING APPLICATIONS, OR IF
PIPE DIAMETERS EXCEED 24"

1 REVISED MINIMUM COVER JEK 12/10/25 NOTE: ALL DIMENSIONS
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ADVANCED DRAINAGE SYSTEMS, INC. ("ADS") HAS PREPARED THIS DETAIL BASED ON INFORMATION PROVIDED TO ADS. THIS DRAWING IS _

INTENDED TO DEPICT THE COMPONENTS AS REQUESTED. ADS HAS NOT PERFORMED ANY ENGINEERING OR DESIGN SERVICES FOR THIS T

PROJECT, NOR HAS ADS INDEPENDENTLY VERIFIED THE INFORMATION SUPPLIED. THE INSTALLATION DETAILS PROVIDED HEREIN ARE GENERAL RAILWAY TRENCH INSTALLATION 4640 TRUEMAN BLVD

RECOMMENDATIONS AND ARE NOT SPECIFIC FOR THIS PROJECT. THE DESIGN ENGINEER SHALL REVIEW THESE DETAILS PRIOR TO DETAIL (UNDERDRAIN) HILLIARD, OHIO 43026

CONSTRUCTION. IT IS THE DESIGN ENGINEERS RESPONSIBILITY TO ENSURE THE DETAILS PROVIDED HEREIN MEETS OR EXCEEDS THE

APPLICABLE NATIONAL, STATE, OR LOCAL REQUIREMENTS AND TO ENSURE THAT THE DETAILS PROVIDED HEREIN ARE ACCEPTABLE FOR THIS Advanced Dranage Systrs, I

PROJECT. DRAWING NUMBER: STD-107UD




