NYLOPLAST 15" INLINE DRAIN: 2715AG __ X

---

1. Integrated ductile iron frame & grate to match basin O.D.

2. Minimum pipe burial depth per pipe manufacturer recommendation.

3. VARIOUS TYPES OF INLET & OUTLET ADAPTERS AVAILABLE:
   - 4" - 15" for corrugated HDPE (ADS N-12/HANCOR屠宰墙, ADS/HANCOR单墙), N-12 HP, PVC sewer (e.g., SDR 35), PVC DWV (e.g., SCH 40), PVC 0900/900, corrugated & ribbed PVC (corrugated HDPE shown).

---

THE BACKFILL MATERIAL SHALL BE CRUSHED STONE OR OTHER GRANULAR MATERIAL MEETING THE REQUIREMENTS OF CLASS I, CLASS II, OR CLASS III MATERIAL AS DEFINED IN ASTM D2321. BEDDING & BACKFILL FOR SURFACE DRAINAGE INLETS SHALL BE PLACED & COMPACTED UNIFORMLY IN ACCORDANCE WITH ASTM D2321.

---

ADAPTER SIZE | 6 |
---|---|
4" | 12.25 |
6" | 12.75 |
8" | 13.50 |
10" | 12.75 |
12" | 7.00 |

---

TRAFFIC LOADS: CONCRETE SLAB DIMENSIONS ARE FOR GUIDELINE PURPOSES ONLY. ACTUAL CONCRETE SLAB MUST BE DESIGNED TAKING INTO CONSIDERATION LOCAL SOIL CONDITIONS, TRAFFIC LOADING, & OTHER APPLICABLE DESIGN FACTORS.