
30 x 4 in 17.6 in 12.4 in 5.3 in
(750 x 100 mm) (447 mm) (314 mm) (133 mm)

30 x 4 in 14.1 in 11.8 in 2.4 in
(750 x 100 mm) (359 mm) (298 mm) (60 mm)

30 x 6 in 18.6 in 12.4 in 6.2 in
(750 x 150 mm) (471 mm) (314 mm) (157 mm)

30 x 6 in 15.3 in 11.8 in 3.5 in
(750 x 150 mm) (387 mm) (298 mm) (89 mm)

30 x 8 in 19.1 in 12.4 in 6.7 in
(750 x 200 mm) (485 mm) (314 mm) (171 mm)

30 x 8 in 16.0 in 11.8 in 4.3 in
(750 x 200 mm) (406 mm) (298 mm) (108 mm)

30 x 10 in 19.9 in 12.4 in 7.6 in
(750 x 250 mm) (506 mm) (314 mm) (192 mm)

30 x 10 in 17.0 in 11.8 in 5.3 in
(750 x 250 mm) (432 mm) (298 mm) (133 mm)

30 x 12 in 21.6 in 12.4 in 9.2 in
(750 x 300 mm) (548 mm) (314 mm) (234 mm)

30 x 12 in 18.3 in 11.8 in 6.5 in
(750 x 300 mm) (464 mm) (298 mm) (165 mm)

 *  = PLAIN END
ST = SOIL TIGHT
WT = WATER TIGHT
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DUAL WALL FABRICATED REDUCERS

PIPE SIZE A JOINTPART #

30"×4" - 30"×12" DIAMETER


