
21 in 83.2 in 16.6 in 41.5 in 25.2 in 16.7 in
(525 mm) (2113 mm) (421 mm) (1053 mm) (639 mm) (425 mm)

30 in 110.0 in 22.0 in 54.4 in 33.7 in 18.9 in
(750 mm) (2795 mm) (558 mm) (1381 mm) (856 mm) (481 mm)

36 in 128.0 in 26.9 in 63.0 in 38.2 in 21.5 in
(900 mm) (3252 mm) (682 mm) (1601 mm) (969 mm) (546 mm)

42 in 145.9 in 30.3 in 72.2 in 43.4 in 24.8 in
(1050 mm) (3705 mm) (770 mm) (1833 mm) (1101 mm) (629 mm)

48 in 166.8 in 34.8 in 84.2 in 47.9 in 30.0 in
(1200 mm) (4238 mm) (883 mm) (2139 mm) (1216 mm) (763 mm)

60 in 194.0 in 40.0 in 96.8 in 57.2 in 29.7 in
(1500 mm) (4928 mm) (1017 mm) (2458 mm) (1454 mm) (754 mm)
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HP STORM DUAL WALL FABRICATED "WATER TIGHT" "IN-LINE BELL END" 
DOUBLE MANIFOLD    21" & 30" - 60" DIAMETER
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