Concrete_ WEBSITE UPDATED.dwg

E150-NCA _in

Q:\Market Development Archive\Drawings for the Infiltrator website - PDF & DWG\Ecopod-N\ECOPOD.

NOTES:

1. INSTALL TANK PER MANUFACTURERS INSTRUCTIONS.

2. FOR ECOPOD INSTALLATION WITH PRECAST TANKS
CONTACT INFILTRATOR FOR MINIMUM SPECIFICATIONS.

3. FOR DESIGNS WITH TREATMENT CAPACITIES GREATER THAN
1,500 GPD, CONTACT INFILTRATOR FOR REVIEW.

4. OPTIONAL SCHEDULE 40 PVC INSERT INSTALLED TO RAISE
ECOPOD TO INLET AND OUTLET HEIGHT REQUIREMENTS.
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TREATMENT PLANT E150N
AERATOR IWT MODEL K03
MOTOR FULL LOADS AMP 71
MEASURED OPERATING WATTS 475
ELECTRICAL REQUIREMENTS 115V - 1PH

ECOPOD SPECIFICATIONS

TREATMENT PLANT

E150N

TREATMENT CAPACITY (GPD)

1,500
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ECOPOD-N

PART NO.

E150N

DATE
10/10/2025

SCALE

MIN. PRIMARY TANK VOLUME (GAL.)

1,500

REACTOR TANK VOLUME (GAL.)

2,100

MEDIA SIZE

12'X2'X 2

AIR REQUIREMENTS

36 CFM
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