
48 x 4 in 36.8 in 32.7 in
(1200 x 100 mm) (933 mm) (829 mm)

48 x 4 in 15.8 in 30.7 in
(1200 x 100 mm) (400 mm) (779 mm)

48 x 6 in 42.0 in 34.0 in
(1200 x 150 mm) (1067 mm) (863 mm)

48 x 6 in 21.0 in 31.7 in
(1200 x 150 mm) (533 mm) (804 mm)

48 x 8 in 42.0 in 36.1 in
(1200 x 200 mm) (1067 mm) (918 mm)

48 x 8 in 21.0 in 33.3 in
(1200 x 200 mm) (533 mm) (845 mm)

48 x 10 in 47.3 in 36.8 in
(1200 x 250 mm) (1200 mm) (933 mm)

48 x 10 in 26.3 in 33.0 in
(1200 x 250 mm) (667 mm) (837 mm)

 *  = PLAIN END
ST = SOIL TIGHT
WT = WATER TIGHT
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DUAL WALL FABRICATED REDUCING TEES

PIPE SIZE A JOINTPART #

48"×4" - 48"×10" DIAMETER

PLAIN END

WT (INCLUDES 3 GASKETS)

B

4860AN

4861AN65B

4861AN

4860AN65B

WT

4863AN65B

4862AN


