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Orange County approves  
Class II 100yr Design Service 
Life Polypropylene in all 
storm sewer applications 
including County ROW.

ADS® HP Storm: 
The New Standard  
in Storm Pipe

Scan to  
Learn More

• Beyond The Ultimate – New Interchange I-4/ Daryl 
Carter

• Turnpike Widening from SR 528 to Osceola Pkwy

• Widening SR 482 Sand Lake Rd from I-4 to JYP

• Widening SR 528 from I-4 to JYP

• Resurfacing SR50 from Dean Rd to SR417

• Widening from John Young Pkwy to Landstar Blvd

• Widening SR 429 from S of FL Turnpike to West Rd

• Widening SR 429 from West Rd to N SR 414

• Widening SR 429 from S of FL Turnpike to Tilden Rd

• Wekiva Parkway Extension from Eustis to Sanford 

Top 10 Projects in Orange County
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HP Storm Benefits

Specifying Class II Polypropylene

HP Storm pipe is the perfect choice for gravity-flow storm drainage applications when premium joint performance 
and/or greater pipe stiffness is required. 

Class II Profile Wall Polypropylene Pipe 12” - 60” 
pipe shall meet ASTM F2881 and/ or AASHTO M330.
Manufacturer of polypropylene pipe must meet the 
requirements of FDOT Section 948-7.2 (Class II 100Yr 
DSL) and listed as an approved manufacturer in the 
FDOT Materials Acceptance and Certification System 
(MAC) for 100yr PP. 

Reduction of 
Joints

60%

Light Weight: 
1/20 the weight 
of Class III RCP

FDOT Approved 
for 100-Year 
Service Life

Lowest Installed 
Cost

Sanitary Sewer 
Grade Joints

Short Lead Times/
Lower Lead Times

Minimum Cover - From Top of Pipe
Location Minimum Cover (feet)

Unpaved areas 1’

Under  
Pavement

2’ from bottom of flexible pavement 
2’ from top of rigid pavement

For more information please contact:

Phillip Livingston 
Sales Representative 
904-306-6217 
Phillip.Livingston@adspipe.com

Eric Henry 
Engineered Products Manager 
407-615-1659 
Eric.Henry@adspipe.com

Maximum Cover - From Top of Pipe
Location Maximum Cover (feet)

12” 21’

15” 22’

18” 19’

24” 16’
30” 19’
36” 16’
42” 15’
48” 15’
60” 16’

Check out Florida’s Culvert Service Life Estimator at https://csle.fdot.gov/#/home


