
12" (300 mm) NYLOPLAST
UNIVERSAL INLINE DRAIN BODY
W/GRATED HINGED COVER
PART# 2712AGSB
GRATED COVER: 1299CGS

10" (250 mm) SDR35 PIPE

CONCRETE COLLAR NOT
REQUIRED FOR UNPAVED
APPLICATIONS

STORMTECH CHAMBER

INSTALL 24" X 24" (600 mm x
600 mm) CONCRETE PAD, 40 MIL
IMPERVIOUS LINER, OR
EQUIVALENT DIRECTLY UNDER
INLET, SET TOP OF MATERIAL
FLUSH WITH STONE AND PLACE
UNDER ADS PLUS FABRIC

PAVEMENT

CONCRETE COLLAR

10" (250 mm) INSERTA TEE
PART# 10P35STIP

INSERTA TEE TO BE CENTERED
ON CORRUGATION CREST

10" (250 mm) INSPECTION PORT INLET DETAIL
NTS

18" (450 mm) MIN WIDTH

CONCRETE SLAB
8" (200 mm) MIN THICKNESS

THIS
 

DRAWING
 

HAS
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PREPARED
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ON
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 TO

 ADS/STORMTECH
 UNDER

 THE
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 OF
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 PROJECT’
S

 ENGINEER
 OF

 RECORD
 (“EOR”)

OR
 OTHER

 PROJECT
 REPRESENTATIVE.

 THIS
 DRAWING

 IS
NOT

 INTENDED
 FOR

 USE
 IN

 BIDDING
 OR

 CONSTRUCTION
WITHOUT

 THE
 EOR’

S
 PRIOR

 APPROVAL.
 EOR

 SHALL
 REVIEW

THIS
 DRAWING

 PRIOR
 TO

 BIDDING
 AND/OR

 CONSTRUCTION.
 IT

IS
 THE

 ULTIMATE
 RESPONSIBILITY

 OF
 THE

 EOR
 TO

 ENSURE
THAT

 
THE

 
PRODUCT(S)

 DEPICTED
 

AND
 

ALL
 ASSOCIATED

DETAILS
 MEET

 ALL
 APPLICABLE

 LAWS,
 REGULATIONS,

 AND
PROJECT REQUIREMENTS.
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