
48 x 12 in 25.0 in 15.8 in 9.2 in
(1200 x 300 mm) (634 mm) (400 mm) (234 mm)

48 x 12 in 18.5 in 12.0 in 6.5 in
(1200 x 300 mm) (470 mm) (305 mm) (165 mm)

48 x 15 in 28.4 in 15.8 in 12.7 in
(1200 x 375 mm) (721 mm) (400 mm) (321 mm)

48 x 15 in 19.7 in 12.0 in 7.8 in
(1200 x 375 mm) (501 mm) (305 mm) (197 mm)

48 x 18 in 28.4 in 15.8 in 12.7 in
(1200 x 450 mm) (721 mm) (400 mm) (321 mm)

48 x 18 in 20.9 in 12.0 in 8.9 in
(1200 x 450 mm) (530 mm) (305 mm) (226 mm)

48 x 24 in 31.3 in 15.8 in 15.6 in
(1200 x 600 mm) (795 mm) (400 mm) (395 mm)

48 x 24 in 19.0 in 12.0 in 7.0 in
(1200 x 600 mm) (482 mm) (305 mm) (178 mm)

 *  = PLAIN END
ST = SOIL TIGHT
WT = WATER TIGHT
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DUAL WALL FABRICATED REDUCERS

PIPE SIZE A JOINTPART #

48"×12" - 48"×24" DIAMETER

B C

4874AN

4875AN65B

4875AN

4874AN65B

PLAIN END


