
OPTIONAL CLEAN-OUT WITH THREADED CAP
(NYLOPLAST INLINE DRAIN OR OTHER FITTING
TYPES AVAILABLE)

OPTIONAL ADS N-12 TEE-WYE
(VARIOUS OTHER ADS FITTING
TYPES AVAILABLE)

ADS N-12 PIPE
ADS N-12 INJECTION MOLDED
 90° ELBOW

NYLOPLAST DOWNSPOUT ADAPTER
TO ADAPT INSIDE ADS N-12 PIPE

ROOF DRAIN

ADS N-12 PIPE

ADS N-12 PIPE

ADS N-12 PIPE

INSERTA-TEE
ONEFIT (REFERENCE
STD-1111 FOR MORE INFO,
REFERENCE STD-1102
FOR HOLE SAW INFO)

EXISTING MAINLINE PIPE
DIAMETER AND MATERIAL

MAY VARY

ADS N-12 INJECTION
MOLDED 45° ELBOW

4640 TRUEMAN BLVD
HILLIARD, OH  43026

Installation instructions/video at adsonefit.com
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ADVANCED DRAINAGE SYSTEMS, INC. ("ADS") HAS PREPARED THIS DETAIL BASED ON INFORMATION PROVIDED TO ADS.  THIS DRAWING IS INTENDED TO DEPICT THE COMPONENTS AS REQUESTED.  ADS HAS NOT PERFORMED ANY ENGINEERING OR DESIGN SERVICES FOR THIS PROJECT, NOR HAS ADS INDEPENDENTLY VERIFIED THE INFORMATION SUPPLIED.  THE INSTALLATION DETAILS PROVIDED HEREIN ARE GENERAL RECOMMENDATIONS AND ARE NOT SPECIFIC FOR THIS PROJECT.  THE DESIGN ENGINEER SHALL REVIEW THESE DETAILS PRIOR TO CONSTRUCTION.  IT IS THE DESIGN ENGINEERS RESPONSIBILITY TO ENSURE THE DETAILS PROVIDED HEREIN MEETS OR EXCEEDS THE APPLICABLE NATIONAL, STATE, OR LOCAL REQUIREMENTS AND TO ENSURE THAT THE DETAILS PROVIDED HEREIN ARE ACCEPTABLE FOR THIS PROJECT. 
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