
42" X 12" in 109.0 in 74.5 in 54.5 in
(1050 x 300 mm) (2769 mm) (1892 mm) (1384 mm)

42" x 15" in 109.0 in 74.4 in 54.5 in
(1050 x 375 mm) (2769 mm) (1890 mm) (1384 mm)

42" X 18" in 109.0 in 74.8 in 54.5 in
(1050 x 450 mm) (2769 mm) (1900 mm) (1384 mm)

42" x 24" in 109.0 in 74.3 in 54.5 in
(1050 x 600 mm) (2769 mm) (1887 mm) (1384 mm)

48" X 12" in 110.2 in 72.3 in 55.1 in
(1200 x 300 mm) (2799 mm) (1836 mm) (1400 mm)

48" x 15" in 110.2 in 71.3 in 55.1 in
(1200 x 375 mm) (2799 mm) (1811 mm) (1400 mm)

48" X 18" in 110.2 in 73.1 in 55.1 in
(1200 x 450 mm) (2799 mm) (1857 mm) (1400 mm)

48" x 24" in 110.2 in 72.2 in 55.1 in
(1200 x 600 mm) (2799 mm) (1834 mm) (1400 mm)
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STORMTECH DUAL WALL FABRICATED "SOIL TIGHT" SINGLE  REDUCING MANIFOLD
42" & 48" DIAMETER (ECC)

PART # PIPE SIZE CHAMBER 
SIZE A B C

4251AN4512 4500

4251AN4515 4500

4251AN4518 4500

4851AN4518 4500

4851AN4524 4500

4251AN4524 4500

4851AN4512 4500

4851AN4515 4500


