
** 6 x 4 in 11.4 in 6.2 in 5.3 in
(150 x 100 mm) (291 mm) (157 mm) (133 mm)

** 8 x 4 in 12.0 in 6.7 in 5.3 in
(200 x 100 mm) (304 mm) (171 mm) (135 mm)

** 8 x 6 in 12.9 in 6.7 in 6.2 in
(200 x 150 mm) (328 mm) (171 mm) (157 mm)

** 10 x 4 in 12.8 in 7.6 in 5.3 in
(250 x 100 mm) (325 mm) (192 mm) (133 mm)

** 10 x 6 in 13.8 in 7.6 in 6.2 in
(250 x 150 mm) (349 mm) (192 mm) (157 mm)

** 10 x 8 in 14.3 in 7.6 in 6.7 in
(250 x 200 mm) (363 mm) (192 mm) (171 mm)

12 x 4 in 11.0 in 5.8 in 5.3 in
(300 x 100 mm) (280 mm) (146 mm) (133 mm)

12 x 4 in 8.9 in 6.5 in 2.4 in
(300 x 100 mm) (226 mm) (165 mm) (60 mm)

12 x 6 in 12.0 in 5.8 in 6.2 in
(300 x 150 mm) (304 mm) (146 mm) (157 mm)

12 x 6 in 10.0 in 6.5 in 3.5 in
(300 x 150 mm) (254 mm) (165 mm) (89 mm)

12 x 8 in 12.5 in 5.8 in 6.7 in
(300 x 200 mm) (317 mm) (146 mm) (171 mm)

12 x 8 in 10.8 in 6.5 in 4.3 in
(300 x 200 mm) (273 mm) (165 mm) (108 mm)

12 x 10 in 13.3 in 5.8 in 7.6 in
(300 x 250 mm) (338 mm) (146 mm) (192 mm)

12 x 10 in 11.8 in 6.5 in 5.3 in
(300 x 250 mm) (298 mm) (165 mm) (133 mm)

 *  = PLAIN END
WT = WATER TIGHT
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 **  LIMITED AVAILABILITY. PLEASE SEE INJECTION MOLDED FITTING 
SECTION FOR OTHER AVAILABLE FITTINGS
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