
42" X 12" in 164.4 in 56.5 in 41.1 in 82.2 in
(1050 x 300 mm) (4176 mm) (1436 mm) (1044 mm) (2088 mm)

42" x 15" in 164.4 in 56.6 in 41.1 in 82.2 in
(1050 x 375 mm) (4176 mm) (1436 mm) (1044 mm) (2088 mm)

42" X 18" in 164.4 in 56.5 in 41.1 in 82.2 in
(1050 x 450 mm) (4176 mm) (1436 mm) (1044 mm) (2088 mm)

42" x 24" in 164.4 in 57.1 in 41.1 in 82.2 in
(1050 x 600 mm) (4176 mm) (1451 mm) (1044 mm) (2088 mm)

48" X 12" in 167.5 in 59.5 in 41.9 in 83.7 in
(1200 x 300 mm) (4253 mm) (1511 mm) (1063 mm) (2127 mm)

48" x 15" in 167.5 in 59.5 in 41.9 in 83.7 in
(1200 x 375 mm) (4253 mm) (1510 mm) (1063 mm) (2127 mm)

48" X 18" in 167.5 in 59.5 in 41.9 in 83.7 in
(1200 x 450 mm) (4253 mm) (1511 mm) (1063 mm) (2127 mm)

48" x 24" in 167.5 in 60.1 in 41.9 in 83.7 in
(1200 x 600 mm) (4253 mm) (1526 mm) (1063 mm) (2127 mm)
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4252AN3512

4252AN3515

4252AN3518

4252AN3524

STORMTECH DUAL WALL FABRICATED "SOIL TIGHT" DOUBLE  REDUCING MANIFOLD

PIPE SIZE APART #

42" & 48" DIAMETER (ECC)

BCHAMBER 
SIZE C D

3500

3500

3500

3500

3500

3500

3500

3500
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4852AN3515

4852AN3518

4852AN3524


